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Every product from the company Rechner Sensors bears the CE mark
according to EU regulation 765/2008.

ATEX

and the European standards for explosion protection.

 

Devices that are RoHS compliant are devices that comply with the EU 

substances in electrical and electronic equipment

ETL Listed is a security seal of approval for the North American  

with UL / CSA safety standards and requirements.

Sensors with this logo are allowed to come into contact with food  

hygienic construction and  
design, as well as materials to guarantee the hygienic handling and  
processing of food and thereby supports the EC food guidelines.

 
 

of the previous, tried and tested connection technology for sensors and 
actuators.
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Rechner Sensors: Why us?
QUALITY COMES FIRST!

in the high standard and performance of all Rechner sensors 
and probes, the recognition of employee value and their goals, 
plus a true commitment to reducing our carbon footprint.

Rechner Sensors promise of quality is your advantage:

  COMPANY WITH HIGH QUALITY STANDARDS
 Rechner Sensors is an international company and  
 always wants to improve and develop in every area. 
 Certifications help you choose the safest and the  
 highest quality products. Rechner Sensors company  

ISO 9001, Code of  
 Conduct, ISO 26000.

  MADE IN GERMANY
 ‘Made in Germany’ is our guarantee of sensors which  
 are durable, reliable and always deliver a long trouble  

  100% FINAL TEST
 Every single Rechner product is 100% tested before it is 

 
 Rechner Sensors ensure you only receive top quality 
 products.

  IN-HOUSE DEVELOPMENT DEPARTMENT
 New solutions, to customer applications are constantly  
 being developed, including bespoke designs. Rechner’s  

 
 down to the last detail.

  100% TRACEABILITY
 Rechner Sensors guarantees one hundred percent 
 traceability of your sensors.

  LASER MARKING
 Permanently legible, chemically and thermally resistant 

laser marking, your sensor can be  
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Rechner Sensors is Green
Fruit trees, vines, fountains and even a 

home premises.

The support of energy saving, increased 

all values practiced, and truly embraced, 
within Rechner Sensors’s holistic quality 
policies.

Use the sun when it shines! Rechner’s 

electricity, putting sun in the tank!

Everyone in the team helps ensure that 
resources are used sparingly. From paper
less work to digital processes. The sensors 
and level systems that you receive from 
Rechner Sensors are produced in „our 
production facility“ in Germany in an eco 
friendly, sustainable manner.

on Rechner Sensors’s property

Photovoltaic system from Rechner Sensors
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High
Performance

Sensors and probes for your areas:

CLASSIC CAPACITIVE SENSORS

medium, i.e. liquid or bulk material with a dielectric constant r
on the model used, the value is output as a switching signal or as an analog signal. The level 
can be regulated via the connected control system.

Rechner Sensors: Your Partner
Capacitive sensors and level probes from Rechner  
are the perfect feedback devices for your level  
control.

Decades of customer focussed, senor design 

so diverse.

Good to know
Capacitive sensors and level probes detect all 
types of products:

Binary measurement

ATEX APPROVAL AND
FOOD SUITABILITY?

Level control by contact with the media or level 
measurement through the container wall

protection, which delivers the highest reliability, reducing production stoppages and 

Analog measurement
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KA1564

M 12 x 1

M 18 x 1

KA1565

KA1502 KA1503

KA1394 KA0084 M 30 x 1,5
NAMUR

All in One
All in One

All in One

All in One

All in One

All in One

Data Sheets
Page 17 - 22

Capacitive Sensors

For level control 

Your advantage:
Sizes in

ALL variants

= no
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KA2000

KA1047 KA1079

M 32 x 1

KA0264

MM

All in One All in One

All in One

Protect yourself, your employees and 
your company from any explosion risk 
– instal Rechner ATEX sensors.

Application example:
Level control of bulk goods, 

liquids and pastes

G 1/2” 
 and 1 inch

Data Sheets
Page 23 - 26

Dust Ex
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KA9037

IA0344

1,6 cm

Ø 6,5 mm

NAMUR safety first

Leakage sensor
Application example:

Leak monitoring, pipeline, storage tank
 

chemically aggressive liquids

Leak sensor with holder

Data Sheets
Page 27 - 28



+100°C

KA1644 KA1562

KA1514K

hygenic

For Food

Food & Pharma

NAMUR

KA1244 For Food

+120°C

Food + ATEX:

Date Sheets
Page 29 - 32

High Performance
+ highest protection against electrical interference and spikes

Application:
with salts; acidic environment

Food + ATEX:Food + ATEX:Food + ATEX:

Capacitive Sensors
for food contact



KA1591

KA1590

For Food

TRI-CLAMP
TRI-CLOVER/

Capacitive Sensors
IO-Link

Data Sheets
Page 33 - 34

Higher smarter performance 

about your production and at the same time achieve  
gains and cost savings.

optimisation of a sensor performance. This enables 

industrial process control.

intelligent 
industrial

automation



EasyTeach

KA1624

KA8981KA8981

EasyMount = The clue is in the name.

Capacitive Sensors P3
3 output modes

 
Also check ‘container present’ and ‘level detection’ with one sensor device.

=

Data Sheets
Page 35 - 36

Sensor with 2 switching points
- sometimes one is not enough!



KI0124 KI0125

3

KF0455

Capacitive level measurement systems

Special sensor concept
for small containers

All good things come in threes
The capacitive level probes and level measuring systems are based on the patented 
Rechner Sensors 3-electrode measuring principle.
= 
The same reliable level detection for all media! At last a solution that ignores material 
build-up on probes! Rechner’s 3-electrode probe ignores coatings by measuring the 
entire container!

Application:
Liquids and powders

e.g. for a very precise detection over a small range,  
by high sensitivity condition evaluation 

Your advantage:
Accessibility of the sensor is not important

EasyTeach 



KI0200
KI0157

KI0167

3

+250°C
+180°C

+70°C

PTFE

GFK

PEEK

KF0304

PEEK probes
= length freely selectable for applications

Data Sheets
Page 37 - 41

Reliable level control

Analogue Binary
up to

4 switching points 
on one probe



KF0644

3

KF0472KI0050

KF0644

up to 
2 metre

30 centimetre
short

Electrode measuring 
principle

Output electronics 
built-in 

Insensitive to 
media adhesion

Easy:
set
without
Different products are all 
reliably measured without 
readjustment

head 



KA1426 IA0375 IA0166 KA1325

All in One All in One NAMUR NAMUR

PEEK

N00017

With CCC approval

Data Sheets
Page 47 - 51

you can install Rechner sensors 
for machines or systems destined 
for China.

devices are permitted by law for use 
in China 

- a MUST for hazardous areas.

Dust Ex
Capacitive

Capacitive
Analog

Dust Ex



XA0064
XA0065

EasyTeach

KX0104498004

XA0064 1 42XA0066
XA0067
XA0066 XA0022

XA0026

Suitable sensors are e.g :

Evaluation units
1, 2 or 4 channels

Application Examples:
Melt containers, hot glue systems

Data Sheets
Page 52 - 57

2 in 1Soon

= very easy to set

EXTREMELY WIDE MEASURING RANGES 

Currently in development:

In development

FUTURE



Made in Germany

Compliant
RoHS

Quattro   Protect™E CM ^

E CM ^

High Performance

HP Stainless 
Steel

Capacitive Sensors
Series 80 - PNP - StEx - ATEX

* With sealed potentiometer screw

Technical data Flush mountable

n 2 mm

0...6 mm

Electrical version

Antivalent

Type PNP current
Type PNP KAS-80-A12-A-StEx
Art.-No. KA 1564

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories (delivered with the sensor) 



Made in Germany

Compliant
RoHS

Quattro   Protect™E CM ^

E CM ^

High Performance

HP Stainless 
Steel

PTFE

Capacitive Sensors
Series 80 - PNP - StEx - ATEX

* With sealed potentiometer screw

Technical data

n

Electrical version

Antivalent

Type PNP current
Type PNP KAS-80-A22-A-StEx
Art.-No. KA 1565

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories (delivered with the sensor) 



Made in Germany

Compliant
RoHS

Quattro   Protect™E CM ^

E CM ^

High Performance

HP Stainless 
Steel

PTFE

Capacitive Sensors
Series 80 - PNP - StEx - ATEX

* With sealed potentiometer screw

Technical data Flush mountable

n 5 mm

Electrical version

Antivalent

Type PNP current
Type PNP KAS-80-A13-A-StEx
Art.-No. KA 1502

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection

Housing material

Active surface

Lid

Yes

Accessories (delivered with the sensor) 
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Made in Germany

Compliant
RoHS

Quattro   Protect™E CM ^

E CM ^

High Performance

HP Stainless 
Steel

PTFE

Capacitive Sensors
Series 80 - PNP - StEx - ATEX

* With sealed potentiometer screw

Technical data

n 8 mm

Electrical version

Antivalent

Type PNP current
Type PNP KAS-80-A23-A-StEx
Art.-No. KA 1503

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories (delivered with the sensor) 



Made in Germany

Compliant
RoHS

High Performance

HP
Analogue

      

Capacitive Sensors with analogue output
Series 40 - NAMUR EN 60947-5-6 - StEx - ATEX

Current output 20...4 mA

* With sealed potentiometer screw

Technical data Flush mountable

Linear range 2....20 mm

Electrical version

Analogue

Type Analogue current
Type Analogue KAS-40-A14-IL20-StEx
Art. No. KA 1394

) i

Power consumption active surface free

Power consumption active surface covered

Load resistor (RL)

0.2 mH

Permitted ambient temperature

Norm

Connection cable 

Housing material

Active surface

Lid

Accessories (delivered with the sensor)
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Made in Germany

High Performance

HPCompliant
RoHS Stainless 

Steel

5

70

5

0
M

,5

SW 6
55

Capacitive Sensors Series 80 - PNP - StEx- ATEX

Technical data

n

Electrical version

Antivalent

Type PNP KAS-80-A24-A-StEx
Art.-No. KA 0084

)

e)

d)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories (is delivered with the unit)

* With sealed potentiometer screw



Made in Germany

5
70

2
M

,5

5SW

High Performance

HPCompliant
RoHS VA

1.4404 
AISI 316L

EC 1935/2004
conformQuattro   Protect™E CM ^

E CM ^ PTFE

Capacitive Sensors Series 80 - PNP - StEx- ATEX

Sensing distance 2...25 mm adjustable

* With sealed potentiometer screw

Technical data Flush mountable

n

2...25  mm
Electrical version

Antivalent
Type PNP current
Type PNP KAS-80-30-A-M32-StEx
Art.-No. KA 1047

)

e)

d)

o)

Permitted ambient temperature
Green / yellow

Protective circuit

Norm
Connection cable
Housing material
Active surface
Lid

Yes
Accessories (is delivered with the unit)



Made in Germany

High Performance

HPCompliant
RoHS Stainless 

Steel Quattro   Protect™E CM ^

E CM ^

25

70

2
M

,5

5
SW

Capacitive Sensors
Series 80 - PNP - StEx- ATEX

* With sealed potentiometer screw

Technical data

n 20 mm

Electrical version

Antivalent

Type PNP KAS-80-34-A-M32-StEx
Art.-No. KA 1079

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories (is delivered with the unit)
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Made in Germany

Compliant
RoHS

High Performance

HP
For Food

High chemical
resistance CIP

SIP
EHEDG

conform
Stainless 

Steel

Technical data
Level sensor, in contact with the product Medium dependent adjustable

Electrical version

Antivalent

Type PNP current
Type PNP KAS-80-A23-A-StEx
Art.-No. KA 2000

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories

                        - Capacitive Sensors- StEx - ATEX

* With sealed potentiometer screw

Capacitive Sensors for level control 
of products with a dielectric constant 

r

sugar, granulates.

Liquids, oil, chemicals or pharma
ceutical solutions and much more.

Highlights:

 
 the mounting position
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Made in Germany

Compliant
RoHS

High Performance

HP PTFE CIP
SIPFor Food

High chemical
resistance

Quattro   Protect™E CM ^

E CM ^

Capacitive sensors
Series 80 - PNP - StEx - ATEX

 
 tape (not supplied with the sensor)

Technical data
Level sensor, in contact with the product Medium dependent adjustable

0...20 mm
Electrical version

Antivalent
Type PNP current
Type PNP KAS-80-26-A-K-G1“-PTFE-StEx
Art.-No. KA 0264

)

d)

e)

o)

Permitted ambient temperature
Green / yellow

Protective circuit

Norm
Connection cable
Housing material
Active surface
Lid

Yes
Accessories (not delivered with the sensor): For varivent adapter  triclamp adapter 

, welding socket  

* With sealed potentiometer screw

Capaci t ive Sensors S26 wi th 

control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry
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Compliant
RoHS PTFE

Capacitive Sensors
Series Leak - ATEX

Housing Ø 50 mm

 
 Mounting in „drip trays“ of plastic, glass or metal

Technical data Flush mountable

n

Electrical version

Type current
Type KAS-40-LEAK-D50-PTFE-N
Art.-No. KA 9037

) i

> typ. 2.5 mA

0.2 mH

250 nF

Permitted ambient temperature

Red

Connection cable

Housing material

Active surface

Lid

* With sealed potentiometer screw
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Made in Germany

Compliant
RoHS

For Food

High chemical
resistance

Inductive Sensors
Serie 30 - NAMUR EN 60947-5-6

Housing Ø 6.5 mm

Technical data Flush mountable

n

Electrical version

Type current
Type IAS-30-6.5-N-K-PEEK-StEx
Art.-No. IA 0344

) i

> typ. 2 mA

2 mH

250 nF

Permitted ambient temperature

Connection cable

Housing material

Active surface

Lid



Made in Germany

Compliant
RoHS

EasyTeach
ETW

For Food

High chemical
resistance EHEDG

conform
CIP
SIP

EasyTeachchart:

100°C
212°F

High Temperature

Technical data
Level sensor, in contact with the product Medium dependent adjustable

Electrical version

Normally open

Type PNP KAS-80-A23-S-G1/2-PEEK-100C-Y3-ETW-NL
Art.-No. KA 1644

)

d)

e) 0...200 mA

o)

Permitted ambient temperature

Yellow

Protective circuit

Norm

Connection

Housing material

Active surface

Accessories

Matching connectors (not delivered with the 
sensor)

Adjustment “empty“

Initializing “full“
Test

Adjustment “full“
Initializing “empty“

                        - Capacitive Sensors

Capacitive Sensors for level control 
of products with a dielectric constant 

r

sugar, granulates.

Liquids, oil, chemicals or pharma
ceutical solutions and much more.

Highlights:

 
 the mounting position



Made in Germany

Compliant
RoHS

High Performance

HP
Quattro   Protect™E CM ^

E CM ^ High chemical
resistance CIP

SIP

* With sealed potentiometer screw

Capacitive Sensors - S26 
Series 80 - PNP

Technical data
Level sensor, in contact with the product Medium dependent adjustable

Electrical version

Antivalent

Type PNP
Art.-No. KA 1244

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid PA

Yes

Varivent N Adapter  
(not delivered with the sensor): 

Welding Socket  
(not delivered with the sensor): 

 
pherical active surface for level 
control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry

Advantages:

 
 the mounting position

 



Made in Germany

Compliant
RoHS

High Performance

HP
For Food

High chemical
resistanceIP 69K CIP

SIPEasyTeach
ETW EHEDG

conform
Stainless 

Steel

120°C
248°F

High Temperature

EasyTeachchart:

PNP 2

C
4
3

1

TEACH

+
-

                        - Capacitive Sensors - S26

For level control of conductive and/or viscous liquids or pastes, for instance oil, water, 

*Where applicable

Technical data

Sensitivity Dielectric constant r 
Electrical version

Normally open

Factory setting Water

Typ PNP KS-801-26/136-S-G1/2-PEEK/VAb-120C-Y3-ETW-HP
Art. No. KA 1562

)

d)

e) 0...250 mA

o)

Permitted ambient temperature

Permitted product temperature

Green / orange

Protective circuit

Norm

Connection

Housing material

Material active surface

Accessories

 
pherical active surface for level 
control of products with a dielectric 
constant r
can be:

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Highlights:

 
 mounting position

 

Factory setting
Initializing “full“

Test

Adjustment “full“



Made in Germany

Compliant
RoHS

High Performance

HP PEEK
EC 1935/2004

conform

Capacitive Sensors - S26
Series 40 - NAMUR EN 60947-5-6 - StEx - ATEX

Housing material: PEEK

Technical data
Level sensor, in contact with the product Medium dependent adjustable

Electrical version

Type current
Type KAS-40-26-N-K-G1/2”-PEEK-StEx
Art.-No. KA 1514

) 5 

> typ. 2.5 mA

0.2 mH

250 nF

Permitted ambient temperature

Yellow

Connection cable 

Housing material

Active surface

Lid

Yes

Accessory
delivered with the sensor).

pherical active surface for level 
control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry

* With sealed potentiometer screw



Made in Germany

Compliant
RoHS

High Performance

HP PTFE
EasyTeach
ETW CIP

SIPFor Food

100°C
212°F

High Temperature

EasyTeachchart:

Capacitive Sensors - S26 
Series 80 - PNP -

Technical data
Level sensor, in contact with the product Medium dependent adjustable

0...20 mm

Electrical version

Antivalent

Type PNP KAS-80-26/113-A-G1-PTFE-100C-IOL-Y10-ETW-
HP

Art.-No. KA 1591
)

d)

e)

o)

Frequency of operating cycles, standard

Frequency of operating cycles,

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection

Housing material

Active surface

Lid

Yes

Accessories (not delivered with the sensor): For varivent adapter, triclamp adapter, welding 
socket and matching connectors please see our selection of accessories.

 
pherical active surface for level 
control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry

IO-LINK - INTERFACE

 Port Class: A

Adjustment “empty“

Initializing “full“

Factory reset
Test

Adjustment “full“
Initializing “empty“



Made in Germany

Compliant
RoHS

High Performance

HP PTFE
EasyTeach
ETW CIP

SIPFor Food

100°C
212°F

High Temperature

EasyTeachchart:

Capacitive Sensors - S26 
Series 80 - PNP -

Type of construction Triclamp DN 25

Technical data
Level sensor, in contact with the product Medium dependent adjustable

0...20 mm

Electrical version

Antivalent

Type PNP KAS-80-26/113-A-TRI-PTFE-100C-IOL-Y10-
ETW-HP

Art.-No. KA 1590
)

d)

e)

o)

Frequency of operating cycles, standard

Frequency of operating cycles,

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection

Housing material

Active surface

Lid

Yes

Accessories (not delivered with the sensor): For varivent adapter, triclamp adapter, welding 
socket and matching connectors please see our selection of accessories.

 
pherical active surface for level 
control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry

IO-LINK - INTERFACE

 Port Class: A

Adjustment “empty“

Initializing “full“

Factory reset
Test

Adjustment “full“
Initializing “empty“



Made in Germany

Compliant
RoHS

High Performance

HP PTFE
EasyTeach
ETW CIP

SIPFor Food

High chemical
resistance

Adjustment “empty“

Initializing “full“
Test

Adjustment “full“
Initializing “empty“

EasyTeach chart*: LED LED / Output function
 Yellow =  A1  Green = A2

A2

Antivalent

Capacitive Sensors - S26 
Series 80 - PNP

Technical data
Level sensor, in contact with the product Medium dependent adjustable

0...20 mm

Electrical version

Antivalent

Type PNP KAS-80-26/113-P3-G1-PTFE-Y10-ETW-E-HP
Art.-No. KA 1624

)

d)

e)

o)

Frequency of operating cycles

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection

Housing material

Active surface

Lid

Yes

Accessories (not delivered with the sensor): For varivent adapter, triclamp adapter, welding 
socket and matching connectors please see our selection of accessories.

 
pherical active surface for level 
control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry

Highlights:

The sensor has three dif ferent 
output modes:

Antivalent (factory setting)

With the normally closed and 
normally open versions, two switch
ing points can be set independently 
of each other.

*Factory setting: Antivalent. Further EasyTeach settings can be found in the operating instructions.



Made in Germany

High Performance

HP
Quattro   Protect™E CM ^

E CM ^Compliant
RoHS

EasyTeach
ETM

EasyMount

Adjustment “Empty“

Initializing “Full“
Test

Adjustment “Full“
Initializing “Empty“

EasyTeach chart*: LED LED / Output function
 Yellow =  A1  Green = A2

A2

Antivalent

Capacitive Sensors

Series 80 - PNP

Capacitive sensor for level control of liquids, very suitable for a measurement through  

EasyTeach by 
Magnet (ETM)

Technical data Flush mountable

n 5 mm

Electrical version

Antivalent

Type PNP
Art.-No. KA 8981

)

d)

e) 0...200 mA

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material PA

Yes

*Factory setting: Antivalent. Further EasyTeach settings can be found in the operating instructions.

Highlights:

The sensor has three dif ferent 
output modes:

Antivalent (factory setting)

With the normally closed and 
normally open versions, two switch
ing points can be set independently 
of each other.



Made in Germany

EasyTeach

Compliant
RoHS

EasyTeach
ETW PTFE

For Food

High chemical
resistance3E

Triple-E

Stainless 
Steel

  Capacitive Filling Level Probe
Analogue current output 20...4 mA

*Where applicable

  chart:
LED green / Adjustment function

Adjustment Min.

Factory set

Test

Technical data  
25 mm

Electrical version
Analogue

Type
Art.-No. KI 0124

)

Load resistance (RL)

Analogue output
Permitted ambient temperature

Green
Protective circuit

Norm
Connection cable
Housing material

Lid



Made in Germany

Compliant
RoHS 0...10 V3E

Triple-E EasyTeach
ETW PTFE

For Food

High chemical
resistance

  Capacitive Filling Level Probe - KFI
Voltage output analogue 0...10 V

*Where applicable

 chart:
LED green / Adjustment function

Adjustment Min.

Factory set

Test

Technical data

Electrical version

Analogue

Type
Art.-No. KI 0125

)

Load resistance (RL)

Analogue output

Permitted ambient temperature

Green

Protective circuit

Norm

Connection cable

Housing material Aluminium

Lid



Made in Germany

Compliant
RoHS

55 5
SW 5

0
Ø

active one = 5
free one = 5

2
M

Dimension in mm

Capacitive Filling Level Probe - KFS
Series:
1 Limit value switching point

Technical data
5 mm, related to probe tip

Type KFS-51-5-55-5-PEEK-D10-M12-X0E-Y95
Art.-No. KF 0455
Permitted ambient temperature

0,5 m silicone

Housing material PEEK 

PEEK 



Made in Germany

EasyTeach
ETW

For Food

High chemical
resistance

Compliant
RoHS 3E

Triple-E

  Capacitive Filling Level Probe - KFI
Analogue current output 4...20 mA

*Where applicable

 chart:
LED green / Adjustment function

Adjustment Min.

Factory set

Test

Technical data

Electrical version

Analogue

Type KFI-1-500-300-PEEK/VAc-D16-G1-IL4-ETW-Y10
Art.-No. KI 0167

)

Load resistance (RL)

Analogue output

Permitted ambient temperature

Green

Protective circuit

Norm

Connection

Housing material

Lid

For matching connectors please see our selection of accessories.

(probe), like PE, GFK, 

request.



Compliant
RoHS 3E

Triple-E

250°C
482°F

High Temperature
PER ®

H

L

Y55

PER ®

Technical data

Type KFS-51-15-100-15-PEEK-D10-X02-Y55
Art.-No. KF 0304
Permitted ambient temperature

Norm

Connection cable to the evaluation unit 

Housing material PEEK 

PEEK 

        Capacitive Filling Level Probe - KFS
1 Limit value switching point

Technical data for connectors on request.



Made in Germany

EasyTeach
ETW

For Food

High chemical
resistance

Compliant
RoHS 3E

Triple-E

  Capacitive Filling Level Probe - KFI
Analogue current output 4...20 mA

*Where applicable

 chart:
LED green / Adjustment function

Adjustment Min.

Factory set

Test

Technical data
820 mm

Electrical version

Analogue

Type
Art.-No. KI 0200

)

Load resistance (RL)

Analogue output

Permitted ambient temperature

Green

Protective circuit

Norm

Connection cable

Housing material

Lid

Accessories for mounting (not delivered with the probe) please see our selection of accessories.

terials for the active 

on request.



Made in GermanyMade in Germany

EasyTeach
ETW

For Food

High chemical
resistance

Compliant
RoHS 3E

Triple-E

  Capacitive Filling Level Probe - KFI
Analogue current output 4...20 mA

*Where applicable

 chart:
LED green / Adjustment function

Adjustment Min.

Factory set

Test

Technical data

Electrical version

Analogue

Type
Art.-No. KI 0157

)

Load resistance (RL)

Analogue output

Permitted ambient temperature

Green

Protective circuit

Norm

Connection cable

Housing material

Lid

Accessories for mounting (not delivered with the probe) please see our selection of accessories.

terials for the active 

on request.



Made in Germany

Compliant
RoHS 3E

Triple-E

H

L

24...20 mA 100°C
212°F

High Temperature

  Capacitive Filling Level Probe - KFI
Analogue current output 4...20 mA
2 programmable limit value switching points

*Where applicable

terials for the active 

on request.

Technical data

Electrical version

Analogue, 2 limit value switching points, Normally open / 
normally closed switchable

Type KFI-12-1955-1870-GFK/VAb-D16-G1-IL4-ETF-Y10
Art.-No. KI 0050

)

Load resistance (RL)

0,8 W

Analogue output

Permitted ambient temperature

Pressure

Green / yellow

Protective circuit

Norm

Connection

Housing material

GFK

For matching connectors please see our selection of accessories.



Made in Germany

TRUE ®

white black

Compliant
RoHS 3E

Triple-E

Analogue
IL / UL

TRUE ®

150°C
302°F

High Temperature

VA
1.4404 

AISI 316L
EC 1935/2004

conform

Connection sockets 
within the head connection

  Capacitive Filling Level Probe - KFS
With analogue measuring range

Technical data
Type dependent

Type KFS-1-85-500-M1-GFK/VAc-D16-G1-X00-Y70
Art.-No. KF 0472

Permitted ambient temperature

(housing)

 (connection cable)

Norm

Connection to the evaluation unit Sockets within the connection head

Housing material Stainless steel 

GFK

Pressure 25 bar

Accessories:

delivered with the probe

delivered with the probe

For matching accessories please see our selection of accessories.



Made in Germany

TRUE ®

PTFE
EC 1935/2004

conform
Compliant

RoHS 3E
Triple-E

Analogue EasyTeach
ETStainless 

Steel

(2)

*

Analogue voltage output 0...10 V / 10...0 V

Technical data
865 mm

Analogue

Type  KFX-1-85-920-785-PTFE/VAb/AL-D16-PHG1-UL-ET-Y10
Art.-No. KF 0644

)

e) 0...250 mA

Load resistance (RL)

Analogue output

Permitted ambient temperature

Permitted product temperature

Green / blue

Protective circuit

Norm

Connection

Connection head / process connection Aluminium / 

Lid

For matching connectors please see our selection of accessories.

PEEK on request.
**Where applicable



Made in Germany

7,6

,5

08

    

Compliant
RoHS

BARRIER

SIL 2
according

to
IEC 61508

N-132/2-10 24 V DC

To connect two NAMUR-Sensors

Removable screw terminals

Technical data
)

Type N-132/2-10
Art.-No. N 00017

o)

o) 20 mA

o)

o)
Actuating signal
Permitted ambient temperature
Display Red / yellow and green

Norm

Connection Screw terminals

Sensor

Safe Area

SPS / PLS



Made in Germany

Compliant
RoHS

High Performance

HP PEEK
EC 1935/2004

conform

High chemical
resistance CIP

SIP

Capacitive Sensors - S26
Series 80 - PNP

Technical data
Level sensor, in contact with the product Medium dependent adjustable

Electrical version

Antivalent

Type PNP current
Type PNP KAS-80-26-A-K-G1/2“-PEEK-StEx
Art.-No. KA 1426

)

d)

e)

o)

Permitted ambient temperature

Green / yellow

Protective circuit

Norm

Connection cable

Housing material

Active surface

Lid

Yes

Accessories (not delivered with the sensor): For varivent adapter, triclamp adapter, welding 
socket and matching connectors please see our selection of accessories.

* With sealed potentiometer screw

pherical active surface for level 
control of products with a dielectric 
constant r

powder, cereals, etc.

Liquids, like water, juice, wine, oil, 
chemicals or pharmaceutical solutions 
and much more.

Pastes in the food, pharmaceutical 
and cosmetics industry



Made in Germany

Compliant
RoHS Stainless 

Steel
PTFE

Technical data

n

Electrical version
Normally open

Type PNP current
Type PNP IAS-10-A22-S-StEx
Art.-No. IA 0375

)

d)

e)

o)

Permitted ambient temperature
Yellow

Protective circuit

Norm
Connection cable
Housing material

Active surface PTFE 

Lid PC 
Accessories (delivered with the sensor)

Inductive Sensors
Series 10 - PNP - StEx - ATEX



50
Made in Germany

Compliant
RoHS

     

2

6
86

M
8

Inductive Sensors
Series 30 NAMUR EN 60947-5-6 - StEx -ATEX

Technical data Flush mountable

n 5 mm

Electrical version

Type current
Type IAS-30-A13-N-K-PEEK-IP68
Art.-No. IA 0166

) i

> typ. 2 mA

2 mH

250 nF

Permitted ambient temperature

Connection cable  

Housing material

Active surface

Lid

Accessories (delivered with the sensor) 



Made in Germany

Compliant
RoHS

High Performance

HP
Analogue

5

55
70

0
M

,5

5
SW 6

Capacitive Sensors with analogue output
Series 40 - NAMUR EN 60947-5-6

* With sealed potentiometer screw

Technical data

Linear range
Electrical version

Analogue
Type Analogue current
Type Analogue KAS-40-A24-IL4
Art. No. KA 1325

) i

Power consumption active surface free
Power consumption active surface covered
Load resistor RL

0.2 mH

Permitted ambient temperature

Norm
Connection cable 
Housing material
Active surface
Lid
Accessories (is delivered with the sensor)
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Made in Germany

EasyTeach0 7 ,5

6,
2

6,
2

25
,8

,2
,26,6

6,
6

Compliant
RoHS

Capacitive evaluation units
Series KXA-eXtreme

Technical data
Electrical version

Antivalent 
Type PNP
Art.-No. XA 0064

)

d)

e)

o) Typ. 50 mA

Switching hysteresis
Repeat accuracy
Permitted ambient temperature

Green / yellow
Protective circuit

Norm
Connection cable
Housing material PA
Accessories (delivered with the unit) Teach magnet 

 chart:
LED green / yellow

Adjustment “empty“

Initializing “full“

Factory reset

Test

Adjustment “full“

Initializing “empty“



Made in Germany

0 7 ,5

6,
2

6,
2

25
,8

,2
,26,6

6,
6

EasyTeach

Compliant
RoHS

Capacitive evaluation units
Series KXA-eXtreme

Technical data
Electrical version

Antivalent 
Type PNP
Art.-No. XA 0065

)

d)

e)

o) Typ. 50 mA

Switching hysteresis
Repeat accuracy
Permitted ambient temperature

Green / yellow
Protective circuit

Norm
Connection cable
Housing material PA
Accessories (delivered with the unit) Teach magnet 

 chart:
LED green / yellow

Adjustment “empty“

Initializing “full“

Factory reset

Test

Adjustment “full“

Initializing “empty“



Made in Germany

Compliant
RoHS

Capacitive Evaluator
Series KXA-eXtreme

Technical data

Type PNP KXA-5-4-XXL-P-A-1-KL-Y90
Art.-No. XA 0022

)

e) 0...250 mA each output

o)
Permitted ambient temperature

Green / yellow
Protective circuit

Norm
Connection
Housing material
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Made in Germany

Compliant
RoHS

Capacitive Evaluator
Series KXA-eXtreme

Technical data

Type PNP KXA-5-4MINI-XXL-P-A-1-KL-Y90
Art.-No. XA 0026

)

e) 0...250 mA each output

o)
Permitted ambient temperature

Green / yellow
Protective circuit

Norm
Connection
Housing material



56
Made in Germany

Compliant
RoHS PTFE Stainless 

Steel

250°C
482°F

High Temperature

Capacitive sensors
Series KXS-eXtreme

Technical data

n 60 mm

Type KXS-250-M30/70-X-M30-PTFE/VAb-250C-X02/Y95
Art.-No. 498 004
Permitted ambient temperature

Norm
Connection cable for connection to capacitive evaluation units 

Housing material
Active surface
Accessories (delivered with the sensor)
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Made in Germany

For Food

High chemical
resistance 250°C

482°F
High Temperature

Compliant
RoHS

Capacitive sensors
Series KXS-eXtreme

Technical data Flush mountable

n

Type KXS-250-M16/30-X-M16-PEEK-250C-X02/Y95
Art.-No. KX 0104
Permitted ambient temperature

Norm
Connection cable for connection to capacitive evaluation units 

Housing material
Active surface
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USA

Rechner Electronics Ind. Inc.

Suite 5

contact@rechner.com
www.rechner.com

CHINA

Suzhou Rechner Sensors Co. Ltd.

No. 58, Yang Dong Road

Jiangsu Province

GERMANY

Rechner Industrie Elektronik GmbH

CANADA

Rechner Automation Inc

contact@rechner.com
www.rechner.com

GREAT BRITAIN

Rechner (UK) Limited 

Sulhamstead, Reading

ITALY

Rechner Italia SRL

vendite@rechneritalia.it

KOREA (SOUTH)

Rechner-Korea Co. Ltd. 

sensor@rechner.co.kr
www.rechner.co.kr

Customer support guaranteed! 



For all transactions, the newest version of the „General Conditions of Sale and  

of this document, even in part, is only permissible by the consent of Rechner 

© RECHNER Germany 


